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CHAY:

{ FE&’ URES:
116" EJM Aluminum Body
w30Anglerof:Departure:

Custom Center Console
’M @ 1550 PSI UHP Pump
" UHP Pump Winterization Port
“Two UHP Handlines - 150’ EA
" Two EJM Tri-Plex Nozzles
120 GPM @ 180 PSI H/V Pump
35-HP Gasoline Engine Power
200 Gal. Water / 15 Gal. Foam
Color. Coaded FIll Towers
Cab Mounted Pump Engine Controls
Remote Controlled UHP Bumper Turret
Amdor Roll-Up Doors
Whelen LED Emergency Lighting,

Spatter Painted Compartmentlnteriors,



ULTRA-HIGH PRESSURE PUMP
-16 GPM @ 1550 PSI

- Die Cast Aluminum Crankcase

- Stainless Steel Valves & Seats

- Chtome-Moly Crankshaft

- Oversized Bearings

- Brass In-Let Manifold

- Stainless Steel Discharge Manifold
- Specially Formulated HP Seals

HIGH VOLUME PUMP

- Single Stage

- Aluminum Alloy Casing

- Aluminum Alloy Gear Case

- Bronze Impeller & Wear Rings

- Stainless Steel Impeller Shaft

- Ceramic Coated Shaft Through Packing Box
- Heat Treated Alloy Steel Helical Gears

- Shredded Plastic Packing

- Ball Bearing Construction

- 120 GPM @ 180 PSI PUMP ENGINE

- 1.50” NPT Discharge - 35 HP Gasoline - 4-Stroke, OHYV; V-Twin

- 2.50” Auxilliary Suction - 2-Barrel Carb / EPA Certified - Hyd. Valve Lifters
- Discharge Check Valve - Cast Iron Cylinder Liners - Full Pressure Lube

- Spin On Filter - Integrated Qil Cooler - HD Air Cleaner
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APPARATUS BODY - 116”L x 90”W x 64T - 60” C/A
FRONT COMPT. @ OVER WHEEL REAR COMPT.

-29.00”Wide -46.00” Wide -29.00“ Wide
- 56.00”Tall - 33.00” Tall -50.00“ Tall
-19.50”Deep -19.50” Deep - 19.50” Deep
- Roll-Up Doors - Roll-Up Doors - Roll-Up Doors
Contact us at 920.779.9913 With over 30 years experience in the fire industry you can count
or visit www.ejmetals.com on EJ Metals, Inc. to deliver high quality fire truck apparatus systems.
for more information.
EJ Metals, Inc. * 1201 Maple Creek Lane, New London, Wisconsin 54961 www.ejmetals.com

Specifications, descriptions and illustrative material in this literature are as accurate as known at the time of publication, but are subject to change without notice, Photos and/or llustrations may include optional equipment and accessories
and may not include all standard equipment. All measurements are nominal values.
@ EJ Metals, Inc., EJ Metals and the EJ Metals logo are trademarks of EJ Metals, inc.



